
Orea Congress Hotel, Brno Hospitality 
& Leisure



The challenge
Conveniently located in Czech Republic’s second largest city Brno, the Orea Congress Hotel 

offers overnight accommodation with 369 rooms and a conference centre that caters for up to 

one thousand guests across nine halls. 

When the owners were looking to renovate and update its business events offering, they 

turned to Prague based architects and designers ZOAA to devise an impactful and engaging 

interior that would complement the existing contemporary hotel design and attract a modern 

business audience.

Client: Orea Congress Hotel Brno

Designer: ZOAA

Contractor: Barkotex

Sector: Hôtellerie

Area: 542m2



The solution

  Walnut VGW87T 

The hotel features an open reception area that facilitates a natural flow into other areas of the 

centre, visually guiding guests into catering, accommodation and conferencing areas as required. 

Continuing the elegant softly geometric design of the ground floor space, the designers at ZOAA 

have created an architectural statement with three entrance tubes which provide a visible and 

attractive entrance to the conference centre.

Balancing the cool grey palette and biophilic elements of the reception area, the corridors 

balance form and function beautifully and can effortlessly cope with the high operational 

footfall of a bustling conference centre.

  Torcello PVP5145



Results
Projecting into the reception area, the architectural starkness of the eye-catching curved 

corridors is visually enhanced by the uniformity of materials used on all surfaces*. LED strip 
lighting serves to highlight the authentic wood effect of Torcello flooring from the Palio 

Gluedown Plus range, creates an element of intrigue and shapes a regular geometric rhythm 
which encourages the efficient progression of guests into the conference space. 

The mid-tone oak hues and characterful linear grain details of Torcello flooring harmonises 
with the existing ceramic tiles in the reception area and adds a welcoming organic ambiance. 

With a durable 0,55mm wear layer, the Palio Gluedown Plus range additionally provides a hard 
wearing floor that can easily withstand heavy footfall and regular movement of heavy items 

such as furniture and catering trolleys.

The conference centre’s restaurant has also been updated with a calming neutral brown colour 
palette and statement lighting, complemented by flooring in Walnut from the Van Gogh range 

with its rich warm tones and textures of aged timber flooring.

Tomáš Lisec of Barkotex explained: “This design required a high performing floor with a realistic 
wood look. Designflooring was the ideal choice as it offers the natural look and interesting 

handcrafted texture our client was looking for while it is also hygienic, easy to maintain and is 
durable enough for such a busy commercial application.”

Products used:  Walnut VGW87T |   Torcello PVP5145

* The use of Designflooring on other surfaces may invalidate any product guarantees.





Product specified:

* Subject to terms. Speak to your Business Manager for more information.

Standard Result

Size EN ISO 24342 1219,2 mm x 177,8 mm

Thickness EN ISO 24346 3,0 mm

Wear layer EN ISO 24340 0,55 mm

Guarantee* Commercial
Residential

15 years
30 years

Bevelled edge Micro

Acoustic impact noise reduction EN ISO 717-2 / EN ISO 140-8 L
w
= 4 dB

Van Gogh

Technical information
To view the full technical specification for each of our product ranges  

visit our website:

designflooring.com/technicaldatasheets

Standard

Result

Size

EN ISO 24342

1219,2 X 177,8 mm

Thickness 
EN ISO 24346

3,0 mm

Wear layer
EN ISO 24340

0,55 mm

Surface treatment

K-Guard+ PU coating

Guarantee
Light industrial

10 years *
Commercial

12 years *
Residential

30 years* 

Bevelled edge
.

Micro

Mass per unit area
EN ISO 23997

5187 g/m²

Standards
EN 649/ EN ISO 10582

Heterogeneous PVC

Classification 
EN 685/EN ISO 10874- Light industrial 42: Light industrial general
EN 685/EN ISO 10874- Commercial 33: Commercial heavy
EN 685/EN ISO 10874- Domestic

23: Domestic heavy

Reaction to fire
EN 13501-1

Bfl-s1

Staining resistance
EN ISO 26987/EN 423

Excellent

Light fastness
EN ISO 105-B02

≥7

Abrasion resistance
EN 649

Group TEN ISO 10582

Type 1

Flexibility
EN ISO 24344

Pass

Dimensional stability
EN 434/EN ISO 23999

≤ 0,25%

Acoustic Impact noise reduction EN ISO 717-2 / EN ISO 140-8
ΔLw= 4 dB

Electrical behaviour body voltage EN 1815 

Pass

Indentation - residual
EN 433/ EN ISO 24343-1

Pass ≤ 0,1 mm 

Castor chair continuous use EN 425/ ISO 4918
Pass

Thermal resistance
ISO 8302

0,0147 m²K/W
Suitable for underfloor heating. Max 27 oC

Slip resistance**
DIN 51130

R10DIN 51097

Class BEN 13893

DS

Adhesive
Universal

YesAcrylic

YesEpoxy

YesHigh Temperature
YesPressure sensitive
Yes

Recycling

Suitable

VOC emission
French VOC regulation (ISO 16000) A+DIBt/AgBB

Pass

Phthalate free

Yes

*subject to terms see website

For more information:Designflooring – T: +44 (0)1386 820105 | F: +44 (0)1386 820132

Designflooring SAS – T: 01 57 32 39 13 | F: 01 57 32 39 14
Designflooring GmbH – T: 0211 469 59203 | F: 0211 469 59204

Designflooring Nederland – T: 020 200 8282 | F: 020 200 8386

e: info@designflooring.comwww.designflooring.com
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**slip resistance is measured on ex-factory product. Slip resistance in use will be affected by surface contamination and by how the product is maintained

Technical Data 

Manufactured to ISO9001

Information sur le niveau d’émission de substances volatiles dans l’air

intérieur, présentant un risque de toxicité par inhalation, sur une échelle

de classe allant de A+ (très faibles émissions) à C (fortes émissions)

Slip Resistance

Standard

Result

Product Size (mm) DIN 51097

Size

EN ISO 24342
See separate table

CC04 406,4 X 406,4
C

Thickness 
EN ISO 24346

3,0 mm

CC06 406,4 X 406,4
C

Wear layer
EN ISO 24340

0,7 mm

CER11 457,2 X 304,8
C

Surface treatment

K-Guard+ PU coating

CER12 457,2 X 304,8
C

Guarantee
Light industrial

15 years *

CER13 457,2 X 304,8
C

Commercial
17 years *

CER14 457,2 X 304,8
C

Residential
30 years *

CER15 457,2 X 304,8
C

Bevelled edge
.

Standard

CER16 457,2 X 304,8
C

Mass per unit area 
EN ISO 23997

5015 g/m2

CER17 457,2 X 304,8
C

Standards
EN 649/ EN ISO 10582

Heterogeneous PVC

CER18 457,2 X 304,8
C

Classification 
EN 685/EN ISO10874-Light industrial 43: Light industrial heavy

CER19 457,2 X 304,8
C

EN 685/EN ISO 10874-Commercial 34: Commercial very heavy
CER20 457,2 X 304,8

C

EN 685/EN ISO 10874- Domestic 23: Domestic heavy

CER21 457,2 X 304,8
C

Reaction to fire
EN 13501-1

Bfl-s1

CK25 406,4 X 406,4
C

Staining resistance
EN ISO 26987/EN 423

Excellent

LST02 406,4 X 406,4
C

Light fastness
EN ISO 105-B02

≥6

LST03 406,4 X 406,4
C

Abrasion resistance
EN 649

Group T

LST04 406,4 X 406,4
C

EN ISO 10582
Type 1

LST05 406,4 X 406,4
C

Flexibility
EN ISO 24344

Pass

RP73 914,4 X 76,2
C

Dimensional stability
EN 434/EN ISO 23999

≤ 0,25%

RP90 914,4 X 76,2
C

Acoustic Impact noise reduction EN ISO 717-2 / EN ISO 140-8
ΔLw= 2 dB

RP91 914,4 X 76,2
C

Electrical behaviour body voltage EN 1815 

Pass

RP92 914,4 X 76,2
C

Indentation - residual
EN 433/ EN ISO 24343-1

Pass ≤ 0,1 mm 

RP94 914,4 X 76,2
C

Castor chair continuous use EN 425/ISO 4918
Pass

RP95 914,4 X 76,2
C

Thermal resistance
ISO 8302

0,0147 m²K/W

RP96 914,4 X 76,2
C

Suitable for underfloor heating. Max 27oC RP97 914,4 X 76,2
C

**Slip resistance
DIN 51130

R10

RP98 914,4 X 76,2
C

DIN 51097

See separate table

RP99 914,4 X 76,2
C

EN 13893

DS

RP100 914,4 X 76,2
C

Adhesive
Universal

Yes

RP101 914,4 X 76,2
C

Acrylic

Yes

RP102 914,4 X 76,2
C

Epoxy

Yes

RP103 914,4 X 76,2
C

High Temperature
Yes

RP104 914,4 X 76,2
C

Pressure sensitive
Yes

RP105 914,4 X 76,2
C

Recycling

Suitable

VOC emission
French VOC regulation (ISO 16000) A+DIBt/AgBB

Pass

Phthalate free

Yes

*subject to terms see website

For more information:Designflooring – T: +44 (0)1386 820105 | F: +44 (0)1386 820132

Designflooring SAS – T: 01 57 32 39 13 | F: 01 57 32 39 14
Designflooring GmbH – T: 0211 469 59203 | F: 0211 469 59204

Designflooring Nederland – T: 020 200 8282 | F: 020 200 8386

e: info@designflooring.comwww.designflooring.com

2/19

**Slip resistance is measured on ex-factory product. Slip resistance can be  affected by  surface contamination, use and how the product is maintained

          Technical Data 

Manufactured to ISO9001

Information sur le niveau d’émission de substances volatiles dans l’air

intérieur, présentant un risque de toxicité par inhalation, sur une échelle

de classe allant de A+ (très faibles émissions) à C (fortes émissions)

Standard

Result

Product Size (mm) DIN 51130 DIN 51097

Size

EN ISO 24342
See separate table

AP01 228,6 X 76,2 R10
A

Thickness 
EN ISO 24346

3,0 mm

AP02 228,6 X 76,2 R10
B

Wear layer
EN ISO 24340

0,7 mm

AP03 228,6 X 76,2 R10
B

Surface treatment

K-Guard+ PU coating

AP07 228,6 X 76,2 R10
A

Guarantee

Light industrial
15 years *

AP31 406,4 X 406,4 R10
B

Commercial
17 years *

EW01 914,4 X 152,4 R10
C

Residential
30 years *

EW02 914,4 X 152,4 R10
C

Bevelled edge
.

Standard

EW03 914,4 X 152,4 R10
C

Mass per unit area 
EN ISO 23997

5015 g/m2

HC01 914,4 X 152,4 R10
B

Standards

EN 649/ EN ISO 10582
Heterogeneous PVC

HC02 914,4 X 152,4 R10
B

Classification 
EN 685/EN ISO 10874- Light industrial 43: Light industrial heavy

HC03 914,4 X 152,4 R10
B

EN 685/EN ISO 10874- Commercial 34: Commercial very heavy
HC04 914,4 X 152,4 R10

B

EN 685/EN ISO 10874- Domestic 23: Domestic heavy

HC05 914,4 X 152,4 R10
B

Reaction to fire
EN 13501-1

Bfl-s1

HC06 914,4 X 152,4 R10
B

Staining resistance
EN ISO 26987/EN 423

Excellent

LM01 914,4 X 914,4 R10
C

Light fastness
EN ISO 105-B02

≥6

LM02 914,4 X 914,4 R10
C

Abrasion resistance
EN 649

Group T

LM03 914,4 X 914,4 R10
C

EN ISO 10582
Type 1

LM05 609,6 X 457,2 R10
B

Flexibility

EN ISO 24344
Pass

LM06 609,6 X 457,2 R10
B

Dimensional stability
EN 434/EN ISO 23999

≤ 0,25%

LM07 609,6 X 457,2 R10
C

Acoustic Impact noise reduction EN ISO 717-2 / EN ISO 140-8
ΔLw= 2 dB

LM08 609,6 X 457,2 R10
C

Electrical behaviour body voltage EN 1815 

Pass

LM09 609,6 X 457,2 R10
C

Indentation - residual
EN 433/EN ISO 24343-1

Pass ≤ 0,1 mm 

LM10 914,4 X 914,4 R10
B

Castor chair continuous use
EN 425/ISO 4918

Pass

LM11 914,4 X 914,4 R10
B

Thermal resistance
ISO 8302

0,0147 m²K/W

LM12 914,4 X 914,4 R10
B

Suitable for underfloor heating. Max 27oC LM15 406,4 X 406,4 R10
C

Slip resistance**
DIN 51130

See separate table

LM15-CLIP 406,4 X 406,4 R10
C

DIN 51097

See separate table

LM16 406,4 X 406,4 R10
C

EN 13893

DS

LM16-CLIP 406,4 X 406,4 R10
C

Adhesive

Universal

Yes

LM20 914,4 X 914,4 R10
C

Acrylic

Yes

LM21 609,6 X 457,2 R10
B

Epoxy

Yes

LM22 609,6 X 457,2 R10
B

High Temperature
Yes

LM27 914,4 X 152,4 R10
C

Pressure sensitive
Yes

LM28 914,4 X 152,4 R10
C

Recycling

Suitable

LM29 914,4 X 152,4 R10
C

VOC emission
French VOC regulation (ISO 16000) A+

RL01 1219,2 X 177,8 R10
A

DIBt/AgBB

Pass

RL02 1219,2 X 177,8 R10
A

Phthalate free

Yes

RL03 1219,2 X 177,8 R10
A

*subject to terms see website

RL04 1219,2 X 177,8 R10
ARL12 1219,2 X 177,8 R10
A

For more information:
Designflooring – T: +44 (0)1386 820105 | F: +44 (0)1386 820132
Designflooring SAS – T: 01 57 32 39 13 | F: 01 57 32 39 14
Designflooring GmbH – T: 0211 469 59203 | F: 0211 469 59204
Designflooring Nederland – T: 020 200 8282 | F: 020 200 8386
e: info@designflooring.comwww.designflooring.com
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Slip Resistance

**Slip resistance is measured on ex-factory product. Slip resistance can be  affected by  surface contamination, use and how the product is maintained

Technical Data 

Manufactured to 

Information sur le niveau d’émission de substances volatiles dans l’air

intérieur, présentant un risque de toxicité par inhalation, sur une

échelle de classe allant de A+ (très faibles émissions) à C (fortes

émissions)

20

Notifi ed body 0493
Floor coverings (internal)

EN 14041: 2004 (DOP 2020/VG/EN/02)

ISO 10874 Class 23/33/42
Manufactured to ISO 10582

Manufactured  
to ISO 9001

* Subject to terms. Speak to your Business Manager for more information.

Standard Result

 Size EN ISO 24342 1219,2 mm x 177,8 mm

Thickness EN ISO 24346 2,5 mm

Wear layer EN ISO 24340 0.55 mm

Guarantee* Commercial
Residential

15 years
20 years

Bevelled edge None

Acoustic impact noise reduction EN ISO 717-2 / EN ISO 140-8 L
w
= 2 dB

Palio Gluedown Plus

Notifi ed body 0493
Floor coverings (internal)

EN 14041: 2004 (DOP 2020/PGluedown0.55/EN/02)

ISO 10874 Class 23/33/42
Manufactured to ISO 1058220

Manufactured  
to ISO 9001

Information sur le niveau d’émission de substances volatiles dans l’air intérieur, présentant un risque de 
toxicité par inhalation, sur une échelle de classe allant de A+ (très faibles émissions) à C (fortes émissions)Information sur le niveau d’émission 
de substances volatiles dans l’air 
intérieur, présentant un risque de 
toxicité par inhalation, sur une échelle 
de classe allant de A+ (très faibles 
émissions) à C (fortes émissions)

Information sur le niveau d’émission de substances volatiles dans l’air intérieur, présentant un risque de 
toxicité par inhalation, sur une échelle de classe allant de A+ (très faibles émissions) à C (fortes émissions)Information sur le niveau d’émission 
de substances volatiles dans l’air 
intérieur, présentant un risque de 
toxicité par inhalation, sur une échelle 
de classe allant de A+ (très faibles 
émissions) à C (fortes émissions)



Feeling inspired?
We have a variety of tools available to help you achieve the look you desire for your project:

Commercial website
Our dedicated commercial website 

is the best resource to finding more 

information about our products, 

installation instructions and 

commercial services available to you.

www.designflooring.com/
commercial-flooring
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16 |   Designflooring Commercial

All the benefits of Designflooring From large commercial environments to small residential rooms, at 

Designflooring, our vast range of products offer the essential benefits that 

make our luxury vinyl flooring the perfect choice for any flooring space.
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Design. Create. Inspire.

Commercial brochure
Showcasing photography spanning all sectors, our 

commercial brochure is a comprehensive guide to  

all of the products we offer.

designflooring.com/encommercialbrochure

Keep up to date with us:  Follow our boards on Pinterest  

@Designflooringinternational

 Follow us on Instagram 

@designflooring_int

 Connect with us on LinkedIn  

@Designflooring International




