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1. Description of the flooring: 

Product family 

Designflooring 4 

Luxury vinyl tile 

PVC backing 

Total mass 3360 g/m² - 7470 g/m² 

Total thickness 

Tickness wear layer 

 

2.0 mm – 4.5 mm 

 

0.3 mm – 0.7 mm (PU-acrylate) 

2. Test results: 

Classification according to EN 13501-1:2007+A1 (2009) 

Class EN ISO 11925-2 or CWFT (EN 14041 - 2004) EN ISO 9239-1 (30 min.) 

Bfl Efl heat flux  8.0 kW/m² 
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3. Conclusion:  

Referring to the means of control and the test results, the before mentioned product group can be 

classified as follows: 

loose-laid tested on a non-combustible substrate
1
 

Bfl - s1 
 

 

Related commercial names to 

this product group 

LooseLay 

Van Gogh 

HDC 2.5 

Palio Gluedown 

Palio Gluedown 2.5mm 

Monet 

The obtained classification is 

based on the next test reports 

Centexbel: 20.00055.02 dd 2020-01-24 

Centexbel: 20.00055.03 dd 2020-01-24 

Centexbel: 20.00055.08 dd 2020-01-24 

Validity of the certificate 2025-01-24 

 

 

 

Petra Wittevrongel  

Product Certifier 

                                                      

1
    End use substrates of classes A1 or A2-s1,d0 (ISO 13238:2010  § 5.2.2)  


